
a contemporary range of 
lightweight recomposed stone panels
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Engineered Ston has a versatility that broadens the

application of marble and limestone, allowing for the

creation of new, uniform colours, as well as a wide

range of formats and decorations.

It is highly resistant to impact, yet in turn its reduced

thickness means a lighter construction; and its almost

inexistent porosity makes cleaning considerably easier.

Engineered Ston can be installed using a concealed

rail system or an adhesive fix. For further details please

contact Dynamic Support on +44 (0) 8700 500981.

engineered ston

• A lightweight facade system in 
stone appearance.

• 20 Standard colours.

• Bespoke colours and finishes 
available upon request.

• Through body composition.

• Special pieces available for corners etc.

• BREEAM Cat A product.

• Resistant to graffiti, scratching, 
abrasion, mould, bacteria, weathering, 
UV and colour fade.

engineered ston features
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certification & test results
Engineered Ston was tested at Technology Centre 

Vinci UK (Vinci) to CWCT test guidelines for

Standard Building Envelopes 2005 for the following:

Wind load & impact testing.

• Wind serviceability – 2400 pascals.

• Wind safety – 3600 pascals.

• Cyclic wind loading – 600 pascals to 
2400 pascals over a 24 hour period.

• Impact resistance to BS 8200
(Soft and hard body rating category ‘B’).



Engineered Ston external sizes
14/15mm nominal thickness (+/-1mm)

Width (mm) Lengths (mm)

300/600 1600
1500
1200
800
750

finishes
Our Resin Composition range comes in 9 colours

which are available in either honed or polished finish.

Cement Composition comes in 11 colours available in

silk, lightly sanded, bush hammered, striped and

patinated finish. Please contact Dynamic Support on

+44 (0) 8700 500981 for details and samples.

panel sizes

Special sizes are also available from the 300mm/600mm x 1600mm master panel

System weight 30kg/m2

Fully recycled material base

Excellent performance properties

UV resistant

Rapid construction technique

Pure Minerals (93 % - 95 %) Binding Polymer (5 – 7 %)

Portland Cement (33%) Stone Aggregates and additives (67%)

Additives (< 1%)
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All colours shown are as accurate as possible, subject to the constraints of printing techniques. While every effort has been made to ensure the accuracy of this
brochure, we reserve the right to amend and improve specification without notice. We strongly recommend requesting and inspecting a sample prior to order.

STANDARD CEMENT COMPOSITION

samples

Light Brick Andesite Beige White Grey

Sand
Finish : Silk

Sand
Finish : Lightly sanded

Sand
Finish : Bush hammered

Marfil Stone Micro Thasoss Perla Claro Rosa Elba

Afion Blanco Aura Blanco Micro Dakar Marfil Albero

Available in 4 different finishes and special colours on request

Dark Beige (mottled) White (mottled) Dark Beige Black Brick

Other colours, all available in the above finishes...

STANDARD RESIN COMPOSITION
9 colours available in Honed or Polished finishes

Sand
Finish : Striped

Sand
Finish : Patinated

en
gi

ne
er

ed
 s

to
n

dy
na

m
ic

 fa
ca

de
s

w
w

w
.d

yn
am

ic
fa

ca
de

s.
co

m






	Engineered Ston
	Features
	Finishes, Panel Sizes
	Samples
	Fixing
	Dynamic Support



